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The MDV Medium Duty V-Box Spreader is engineered for consistent, reliable snow and ice 

management in class 4–6 vehicle applications. Designed for versatile spreading needs, it 

handles a wide range of materials with precision and durability. Available hopper lengths ran-

ge from 8 to 11 feet, with robust construction to withstand corrosion and wear.

MDV
Spreader

• Hopper lengths from 8‘ to 11‘

• Durable 12-gauge hopper shell with 45° sloped sides

• Medium duty drive system: pintle chain conveyor, hy-

draulic single auger, or stepping single auger

• Spreading range up to 30 feet

• 6-Tooth Sprockets and 1.25” Drive Shaft & Idler Shafts

Highlights

• Heavy-duty materials resist corrosion and extend ser-

vice life

• Wide spreading range improves efficiency across vari-

ous materials

• Multiple conveyor options adapt to different spreading 

needs

• Sloped hopper sides ensure consistent material flow 

and reduce clogs

• Multiple mounting options allow easy installation on 

medium-duty trucks

Your benefits

https://www.aebi-schmidt.com/en_US/products/monroe/spreaders/mdv/
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Construction

Performance features

The MDV spreader is constructed from 201 Stainless steel, 304 stainless steel, or powder coated carbon steel to ensure 

the spreader will withstand corrosion and wear. The hopper sizes available range from 8 to 11 feet in length, with a capaci-

ty of 3.5–8.0 cubic yards. The MDV spreader features a shell with 45-degree sloped sides and 10-gauge longitudinals for 

structural strength. The conveyor system is available in two configurations: a 1.25-inch drive/idler shaft with a 6-tooth cast 

iron sprocket or a 6-inch diameter and 4-inch pitch for the MDV Hydraulic Auger.

Distribution System

Equipped with a 13.5-inch spreading disc and available in mild steel, stainless steel, or polyethylene. The spinner is po-

wered by a hydraulic motor and chain drive, allowing precise material distribution. The Bolt-On spinner is available in a 

standard size or a 12-inch extended version. Optional upgrades include an 18-inch disc and a tip-up spinner.

Pre-Wet System

Supports pre-wet applications at 4 GPM and 7 GPM flow rates. Compatible with 75-gallon and 100-gallon tank options to 

enhance ice control effectiveness and reduce material usage.

Mounting System

Available mounting kits include self-loading leg kits, hook loaders, and tailgate latch kits for flexible, secure installation on 

a variety of medium-duty trucks.

Options

Optional add-ons include top grates, inverted V kits, winch kits, light bars, grease extension kits, pre-wet kits, tank kits, 

spinner assemblies, and engine hood kits for expanded functionality.

Customized Solutions

Monroe delivers customized solutions—engineered from the ground up to meet each customer’s operational requirements. 

From design to functionality, every detail is engineered to ensure that your equipment integrates seamlessly with your 

workflow, vehicle, and performance expectations. If you have specialized needs, please reach out to us and we will explore 

a customized solution for your operation.

MSPV MCV

Spreader Spreader

Related products

https://www.aebi-schmidt.com/en_US/products/monroe/spreaders/mspv/
https://www.aebi-schmidt.com/en_US/products/monroe/spreaders/mcv/
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We know how important it is 

that your machines and equip-

ment are always ready to de-

ploy. Get in touch with us about 

our range of tailored services 

and original spare parts.
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Hydraulic Auger Hydraulic Conveyor

Hopper

Hopper capacity 3.5 - 5 yd³ 3.5 - 5 yd³

Hopper construction
12-Gauge Powder Coated Carbon Steel / 

12-Gauge 201 Stainless Steel / 12-Gauge 304 
Stainless Steel

12-Gauge Powder Coated Carbon Steel / 
12-Gauge 201 Stainless Steel / 12-Gauge 304 

Stainless Steel

Pre-wet equipment

Tank capacity 75 - 100 gal 75 - 100 gal

Conveyor system

Conveyor system Auger Drag chain

Distribution system

Disc Construction mild steel / stainless steel / poly mild steel / stainless steel / poly

Type of Spinner Drive hydraulic motor driven hydraulic motor driven

Mounting/demount system

Mounting/demount system
Self loading leg kit / hook loader / Tailgate Latch 

Kit
Self loading leg kit / hook loader / Tailgate Latch 

Kit

Drive system

Type of drive Hydraulic Hydraulic

Dimensions

Hopper length 8‘ - 11‘ 8‘ - 11‘

Tank length 61“ - 7‘ 4“ 61“ - 7‘ 4“

Hopper width 70“ 70“

Hopper height 46“ 46“

Tank height 24“ - 25 1/2“ 24“ - 25 1/2“

Weights

Empty weight approx. 1,200 - 1,500 lbs 975 - 1,200 lbs

Technical data


