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Monroe tailgate spreaders are designed to withstand the harshest winter conditions while de-

livering reliable, high-performance material application. Tailor-made for the needs of counties, 

cities, and municipalities, they provide effective snow and ice control across innercity roads, 

highways, main roads, driveways, and alleys. Available in four robust configurations—Under 

Tailgate Spreader, Rollspreader, Rear Cross Conveyor, and Replacement Tailgate Spreader—

these units mount directly to dump bodies, offering space-efficient installation and easy inte-

gration. With flexible drive systems and rugged construction, Monroe tailgate spreaders are a 

durable solution built for the demands of winter.

Tailgate Spreaders
Spreader

• Four spreader types for flexible use

• Heavy-duty steel or stainless steel construction

• Multiple drive options available

• Precise salt and sand application

• Fast mounting to standard dump bodies

Highlights

• Lower maintenance effort thanks to durable materials 

and simple design

• Maximum uptime with reliable hydraulic and mechanical 

drive options

• Space-saving solution that utilizes existing dump bodies

• Flexible fleet compatibility with multiple sizes and mo-

dels

• Improved operator control for consistent and efficient 

material spread

Your benefits

https://www.aebi-schmidt.com/en_US/products/monroe/spreaders/tailgate-spreaders/
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Construction

Performance features

Built for durability, Monroe tailgate spreaders feature rugged 7-gauge troughs with fully welded sides and ends. Available 

in mild steel or corrosion-resistant stainless steel, the construction is made to reliably handle sand and salt. Depending on 

the model variant, additional materials may also be supported, such as gravel or chip.

Drive Options

Monroe tailgate spreaders offer three robust drive options to match different operational needs and maintenance prefe-

rences.

• Chain Drive systems use a durable #60 chain with a 2.6:1 ratio, protected by a one-piece chain guard that can be re-

moved tool-free for easy service. This classic design is reliable but requires regular maintenance.

• Direct Drive configurations feature a low-speed, high-torque hydraulic motor mounted directly to the auger. This setup 

delivers higher performance and reduced maintenance costs by eliminating intermediate components.

• Gearbox Drive options provide a 5:1 reduction with a directly attached motor and auger connection. Ideal for precise 

material application, this system offers improved control at low spread rates and includes a thru-shaft for easy spread 

rate sensor integration.

Discharge Options

Monroe tailgate spreaders offer a variety of discharge configurations to adapt to different roadway and application needs.

One-Way and Reverse Flight setups provide directional control for targeted spreading, while the Center Discharge option 

enables balanced material distribution directly behind the vehicle. For added flexibility, Dual Discharge allows material to 

be spread to either the left or right side as needed. The Twin Spinner configuration is ideal for wide coverage and symme-

trical spreading, ensuring maximum efficiency on larger roadways.

Spinner Options

Monroe tailgate spreaders offer a range of spinner configurations to match different spreading needs and mounting styles. 

Choose from the Standard Self-Leveling Spinner with Stabilizer Rod for enhanced stability, or a Self-Leveling Spinner 

without Stabilizer Rod for simplified movement and flexibility. Stationary Bumper Mount Spinners are available for one-way 

dual discharge setups, while the Accu-Place Spinner delivers precise material placement for optimized coverage. Spinner 

disc options include 18“ poly for corrosion resistance and 18“ mild steel for heavy-duty durability.

The Seal Saver is designed to help eliminate the issue of sand, salt, or other granular products migrating into the motor 

seal on spinner assemblies. The complete system includes a hydraulic motor with extended shaft and a machined poly 

spacer featuring a grease groove and zerk fitting. Regular greasing forces out contaminants and protects the motor seal, 

significantly extending service life.
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Under Tailgate Spreader

The Monroe Under Tailgate Spreader is built for strength, reliability, and all-around 

performance. It features a 7-gauge carbon or stainless steel trough with continu-

ously welded sides and ends for maximum durability. The unit includes a 6“ auger 

with 3/8“ flighting, and optional spinner disc assembly for flexible discharge. With 

your choice of direct, hydraulic, or gearbox drive systems, and the ability to mount 

directly to the dump body, this spreader offers a low-profile, efficient solution for 

precise material control in winter operations.

To meet specific operational requirements, the Under Tailgate Spreader is availa-

ble in three variants: MS966, MS969, and MS964DA.

MS966

• 96“ wide, 6“ auger

• offers Direct Drive, 5:1 Gearbox Drive, or Chain & Sprocket Drive

• Discharge options: One-Way LH, Reverse Flight LH, Dual Discharge, and Center Discharge.

MS969 

• 96“ wide, 9“ auger; supports gravel spreading

• Available with Direct Drive or 5:1 Gearbox Drive

• Discharge options: One-Way LH, Dual Discharge, and Center Discharge.

MS964DA

• 96“ wide, 4“ dual auger

• Chain & Sprocket Drive

• Discharge options: Reverse Flight and Center Discharge

Available Options: Centerline Chute (only for MS966 and MS969), Integral Speed Sensor, Flow Control Valve, Hose Kit, Con-

trol Valve Stand, Hydraulic Tanks, Spinner with Stabilizer Rod, Gravity Level Spinner, Light Bar, Custom Paint and Pre-wet 

Application and Extended Side Shields

Rollspreader

The Monroe Rollspreader is a cost-effective, gravity-fed solution ideal for spreading free-flowing materials. Mounted inside 

the dump body, it features a trough constructed from 7-gauge carbon or stainless steel, with 1/4“ thick ends for added 

durability. A sloped trough bottom and mechanical flow gate control allow for smooth material discharge, while the sprea-

der’s roll-top design makes it easy to load and maintain. With fewer moving parts and no auger system, the Rollspreader is 

a low-maintenance choice for basic material spreading needs.

Rollspreader 96RS

• 96“ wide, 4.5“ auger

• engineered for consistent material discharge along the full length of the spreader

• offers Direct Drive, 5:1 Gearbox Drive, or Chain & Sprocket Drive

• Discharge option: available along the full length of the spreader



4 / 8   Tailgate Spreaders

Available Options: Flow Control Valve, Hose Kit, Control Valve Stand, Hydraulic Tanks, Light Bar, Custom Paint and Pre-

wet Application, Chipper Attachment and Extended Side Shields

Replacement Tailgate Spreader

The Monroe Replacement Tailgate Spreader is engineered to replace an existing 

dump body tailgate, delivering full spreading functionality without the need for ad-

ditional mounting hardware or brackets. The hopper width is designed and built 

to customer specifications to ensure the spreader fits the existing dump body. It 

includes integrated hinge points and lift hooks for quick, direct installation. A 6“ 

auger with 3/8“ flighting ensures effective material handling, while the hinged 

trough simplifies cleanout and maintenance. It’s a practical solution for operations 

needing full spreading capabilities in a streamlined, drop-in format.

To meet specific operational requirements, the Replacement Tailgate Spreader is 

available in three variants: RT, RTS and ZDRTS

RT

• customized spreader width, 6“ auger

• offers Direct Drive, 5:1 Gearbox Drive or Chain & Sprocket Drive

• Discharge options: One-Way LH/RH, Reverse Flight and Center Discharge.

RTS

• customized spreader width, 6“ or 9“ auger

• offers Direct Drive, 5:1 Gearbox Drive or Chain & Sprocket Drive

• Discharge options: One-Way LH/RH, Reverse Flight and Center Discharge.

ZDRTS

• 88.5“ wide, 6“ auger

• ofers Chain and Sprocket Drive

• Discharge options: One-Way and Center Discharge.

Available Options: Integral Speed Sensor, Flow Control Valve, Hose Kit, Control Valve Stand, Hydraulic Tanks, Spinner with 

Stabilizer Rod, Gravity Leveled Spinner, Light Bar, Custom Paint and Pre-wet Application
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Rear Cross Conveyor

The Monroe Rear Cross Conveyor Spreader is a highly versatile solution designed 

to handle all types of aggregate, hot mix, and even soil. It features a 24“ wide 

pintle chain conveyor that delivers material to a left- or right-side spinner or chute, 

providing even, controlled discharge across the rear of the vehicle. Built with a 

7-gauge conveyor body and equipped with hinged belt shields and a fold-up chu-

te, this spreader offers durability and easy service access. Its simple design and 

broad functionality make it especially valuable for small municipal entities seeking 

efficient, multi-material spreading.

To meet specific operational requirements, the Rear Cross Conveyor is available 

in two variants:

MS10312

• 103“ wide, 12” belt conveyor

• offers Chain & Sprocket Drive

• Dual Discharge

MS10318

• 103“ wide, 18” belt conveyor

• Chain & Sprocket Drive

• Dual Discharge

Available Options: Centerline Chute, Integral Speed Sensor, Flow Control Valve, Hose Kit, Control Valve Stand, Hydraulic 

Tanks, 4‘ Extension, Light Bar, Custom Paint, Pre-wet Application and BermMaster

Customized Solutions

Monroe delivers customized solutions—engineered from the ground up to meet each customer’s operational requirements. 

From design to functionality, every detail is engineered to ensure that your equipment integrates seamlessly with your 

workflow, vehicle, and performance expectations. If you have specialized needs, please reach out to us and we will explore 

a customized solution for your operation.

Under Tailgate Rollspreader Replacement Tailgate

Variants
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Rear Cross Conveyor
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At Monroe, we don’t just build equipment—we build trust. Each product 

is crafted to deliver dependable performance exactly when and where it 

matters most.
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Under Tailgate Spreader Rollspreader

Conveyor system

Conveyor system Dual auger Auger

Auger diameter 4“ - 9“ 4 1/2“

Distribution system

Distribution systems Tailgate Spinner Full width

Mounting/demount system

Mounting/demount system Under Tailgate Under Tailgate

Drive system

Type of drive Hydraulic Hydraulic

Speed

Working speed 35 mph 35 mph

Dimensions

Hopper width 8‘ 8‘ - 8‘ 7“

Weights

Empty weight approx. 600 lbs 500 lbs

Technical data


