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The Monroe Wing series is designed to expand snow-clearing capabilities by extending the 

plow width, allowing operators to remove more snow in a single pass. Built for versatility, the 

lineup includes Junior, Mid Mount Extendable, Patrol, and Heavy Duty Benching variants — 

each tailored to specific operational needs. From compact urban applications to heavy duty 

benching in challenging snow conditions, Monroe Wings deliver efficiency, durability, and 

superior snow management performance.

Wing
Snowplow

• Expanded plowing width for faster, more efficient snow 

removal

• Multiple configurations to match every plowing need: 

Junior, Mid Mount Extendable, Patrol, and Heavy Duty 

Benching

• Compact designs fold tightly to the truck for safe ma-

neuverability

• Built for visibility and operator control from the cab

• Engineered for both light-duty and extreme winter con-

ditions

• Free float system – Follows the road contour smoothly

Highlights

• Increased efficiency by covering more lane width in a 

single pass

• Lower operating costs by reducing time, fuel, and man-

power needed for clearing

• Increase safety with designs that stay visible to the 

operator at all times

• Improve truck utilization by adding snow-clearing versa-

tility without compromising maneuverability

• Handle challenging snow scenarios such as high banks, 

drifts, and limited-width areas with confidence

Your benefits

https://www.aebi-schmidt.com/en_US/products/monroe/snowplows/wing/
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Monroe solutions are designed for reliable perfor-

mance in demanding conditions, ensuring safe and 

efficient operations throughout the year.
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We know how important it is 

that your machines and equip-

ment are always ready to de-

ploy. Get in touch with us about 

our range of tailored services 

and original spare parts.
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Junior

Performance features

The Junior wing features a small footprint that fits where other wings won’t, folds tightly to the truck for use in confined 

areas, and remains easily visible to the operator through the passenger side mirror. Built with 10 ga GR50 EXTEN skin, ⅜“ 

GR50 EXTEN ribs, and a 4×4×¾ bottom angle, it features a continuously welded moldboard and a durable powder coat 

finish. The Junior wing offers trip edge, full trip, or no trip options, with tapered or straight blades and toe lift and front heel 

lift functionality. It can be mounted mid or rear and supports a range of accessories including cutting edges, curb guards, 

snow deflectors, markers, wing lights, and mailbox trim. For added versatility, the Junior offers a wide range of mounting 

options, including under-frame cross tube and rear mount configurations, along with the Monroe Para-Glide wing post.

With a discharge height of 27“ and an overall length of 77“-125“, the Junior efficiently clears a full path while maintaining 

a compact design. The maximum clearing path ranges from 3‘ 11“ to 6‘ 9“, depending on the model (6‘-10‘). The Junior is 

particularly well suited for municipalities and contractors looking for a lightweight yet capable wing. Its design saves space 

on the truck frame, folds tightly to the chassis for use in narrow areas. Operators also benefit from excellent visibility 

through the passenger side mirror and smooth performance with the Para-Glide post systems.

Mid Mount Extendable

The Mid Mount Extendable wing combines a simple, light-duty design with full hydraulic control and a compact footprint 

that fits where others won’t, and provides a versatile solution for widening plow paths. Built with 10 ga 50GR EXTEN skin, 

½“ GR50 EXTEN ribs, and a 4×4×¾ bottom angle, it features a continuously welded moldboard with a durable powder 

coat finish. It offers ½“ tapered, one-piece flame-cut ribs, a ⅝“ x 8“ top-punched cutting edge, under-frame cross tube 

mounting, and full hydraulic operation with one double-acting cylinder (moldboard extension) and a single-acting cylinder 

(moldboard lift). The wing supports a range of accessories including cutting edges, curb guards, carbide cutting edge, 

snow deflectors, markers, and wing lights. A key advantage of the extendable wing is its ability to adjust the clearing path 

hydraulically from the truck cab.

The Mid Mount Extendable wing has a discharge height of 26“ and a cutting edge and overall length of 96“-108“. The ma-

ximum clearing path is 5‘ 6“ for the 8‘ model and 6‘ 3“ for the 9‘ model.
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Patrol

The Patrol wing is designed for larger clearing paths while maintaining tight-fold capability for maneuvering in confined 

areas Constructed with 3/16“ EXTEN skin, ½“ GR50 EXTEN ribs, and a 4×4×¾ bottom angle, the Patrol wing is continu-

ously welded and powder-coated for long-lasting durability. Available in tapered or straight styles with toe lift, front heel 

lift, or rear heel lift, it supports front, mid, or rear mounts and can be equipped with accessories such as standard cutting 

edges, curb guards, snow deflectors, markers, wing lights, and optional mailbox trim. 

Standard features include one-piece ½” interlaced ribs, and a rear push mount (other mounts available). Optional up-

grades include two-piece torsion trip edge, moldboard wear shoe, full trip moldboard, carbide cutting edges, dual pus-

harms, power heel slide, curb guard, decell cylinder, and marker kit.

The Patrol wing has a discharge height of 32“-39“, cutting edge length of 96“-144“, and an overall length of 101“-149“. The 

maximum clearing path ranges from 5‘ 4“ to 8‘ 2“, depending on the model (8‘-12‘).

Heavy Duty Benching

The Heavy Duty Benching wing is engineered for deep snow and extreme conditions, delivering unmatched widening and 

benching power by pushing snow into a “bench” to clear even the toughest road surfaces. Built with 3/16“ GR50 EXTEN 

skin, ½“ GR50 EXTEN ribs, and a 4×4×¾ bottom angle, it features a continuously welded, powder-coated moldboard. 

Available in tapered or straight styles with toe lift and front heel lift (either front or rear heel), it supports front or rear 

mount configurations. Standard features include a structural I-beam, direct-lift front post with 3½” x 62” lift cylinder, and 

single telescoping, three-position adjustable, spring-cushioned pusharms with shear pins. Accessories include cutting 

edges, curb guards, snow deflectors, markers, and wing lights, with optional upgrades such as rubber snow deflectors, 

cast iron moldboard shoes, wrap-around curb guards, cable lift front post, carbide cutting edges, left-side mount, straight 

moldboards, and optional front and rear posts with 40” benching height. Trip Edge, Full Trip, and No Trip options are offe-

red.

The Heavy Duty Benching wing has a discharge height of 32“-39“, cutting edge length of 108“-144“, and overall length of 

113“-149“, with a maximum clearing path from 6‘ 1“ to 8‘ 2“ depending on the model (9‘-12‘).



6 / 8   Wing

Monroe Patented Para-Glide

The Para-Glide full flotation system reduces road shock and vibration to the vehicle, extending service life while increa-

sing safety and minimizing repairs. Its trailing link design prevents the moldboard toe end from digging into the ground or 

kicking up toward the truck cab. The Para-Glide system allows faster cycle times and smooth operation. Available in front, 

mid, or rear mounts, all primary pivot pins are center line drilled from each end and include a cross hole for easy greasing
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At Monroe, we don’t just build equipment—we build trust. Each product 

is crafted to deliver dependable performance exactly when and where it 

matters most.
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Junior Mid Mount Extendable

Construction

Bottom angle thickness 3/4“ 3/4“

Attack angle of the blade 13° –

Max clearing angle 45° 45°

Dimensions

Wing height intake 27“ 26“

Wing height discharge 27“ 26“

Length at cutting edge

6‘ 

7‘ 

8‘ 

9‘ 

10‘

8‘ 

9‘

Cutting edge 5/8“ 5/8“

Moldboard length

6‘ 

7‘ 

8‘ 

9‘ 

10‘ 5“

8‘ 

9‘

Operational Dimensions

Working width 3‘ - 6‘ 9“ at 45° 5‘ - 6‘ 3“ at 45°

Turning angle 45° 45°

Weights

Approx weight 2,035 - 2,275 lbs 1,430 - 1,490 lbs

Technical data


