Duzmor

All season body
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The Duzmor all season spreader body is a heavy-duty solution for large-scale snow and ice
management. Engineered for reliable performance in class 7-8 vehicle applications, it deli-
vers consistent material flow and long-lasting durability. Designed to meet the needs of coun-
ties, cities, and municipalities, the Duzmor handles a wide range of deicing materials with
precision and efficiency. Hopper sizes from 10 to 16 feet, combined with corrosion-resistant
construction, ensure maximum resilience even under the toughest winter conditions.

BN Highlights

Hopper lengths available from 10° to 16°

Heavy-duty 7-gauge hopper shell with sloped sides for
efficient material flow

Rugged 1/4“ replaceable floor for extended service life

Reliable dual 6:1 worm drive gearbox for consistent
material delivery

Different drive systems available: pintle chain and auger
conveyor

Integrated fenders for added protection and durability

HW Your benefits

Large material capacity: Holds and spreads high vo-
lumes of salt, sand, or mixtures to reduce refills and
increase efficiency

Versatile: Offers both pintle chain and auger conveyor
options to handle different spreading requirements

Durable: Built from stainless steel or powder-coated
mild steel to withstand harsh winter and corrosive en-
vironments
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https://www.aebi-schmidt.com/en_US/products/monroe/all-season-bodies/duzmor/

B Performance features

Conveyor System

Equipped with a drag chain conveyor system, the Duzmor ensures consistent and reliable material flow, even under heavy
loads. Hopper capacities from 6 to 10 cubic yards provide ample volume for extended operations, while the robust convey-
or design delivers precise control over material distribution to meet varying road and weather conditions.

The Duzmor is purpose-built to be installed on a truck chassis, delivering a robust and reliable platform for year-round
operations. Its 1/4-inch longitudinals provide exceptional structural strength, while 4-bolt flange relubeable bearings en-
sure smooth, long-lasting performance with minimal maintenance. A self-locking screw jack enables easy and secure rear
door adjustment, adding to the safety and efficiency of daily operation.

Distribution System

The Duzmor uses a spreading disc to provide accurate and even distribution of material across the road surface. Designed
for reliability, the system delivers consistent coverage for both salt and sand mixtures, optimizing deicing performance
while reducing material waste.

Options

Enhance the functionality and safety of the Duzmor with a range of durable accessories designed for convenience and
added protection. Available options include:

= Top grates for secure material containment

= Cab shield to protect the vehicle and operator

= Pre-wet system to improve material effectiveness and reduce overall usage

Customized Solutions

Monroe delivers customized solutions—engineered from the ground up to meet each customer’s operational requirements.
From design to functionality, every detail is engineered to ensure that your equipment integrates seamlessly with your
workflow, vehicle, and performance expectations. If you have specialized needs, please reach out to us and we will explore
a customized solution for your operation.
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- Monroe solutions are designed for reliable perfor-
mance in demanding conditions, ensuring safe and
efficient operations throughout the year.
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B Technical data

Hopper

Hopper Capacity 6 -10 yd®
Pre-wet equipment

Capabilites Pre-Wet
Conveyor system

Conveyor system drag chain / belt over chain
Gearbox Dual 6:1
Mounting/demount system

Mounting/demount system chassis mount
Drive system

Type of drive Hydraulic
Dimensions

Hopper length 10° - 16°
Hopper width 79"
Hopper height 39°
Weights

Empty weight approx. 4,000 - 5,500 Ibs
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